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Having been developed from an old streambed,
the 15th hole, is a natural drainage area for the
Carnmoney golf course. The soil, medium plastic
clay, was high in silt content creating a waterbed
effect during heavy to moderate rain storms.

Challenge
The challenge was to provide a system that
could lower the water table and effectively
drain rain from the fairway. There were three
major drainage issues concerning the 15th
hole. The first, was to isolate the hole from
other contributing areas. Second, a French
Drain system was installed 36” below the
fairway using 200 mm perforated pipe and a
nonwoven geotextile, providing a conduit for the
excessively high water table to drain. The final
concern was to find a system that could quickly
react to rainfall throughout the fairway and
provide a dry playable surface for the members.

Solution
Multi-Flow™ Prefabricated Drain system’s
enclosed circular flow channels allow for rapid
flow rates and, its large surface area enables
water to quickly enter the system, making it
the perfect choice for Carnmoney’s drainage
problems. Installed in a modified herringbone
pattern, over 600 lm of 12” Multi-Flow was used
for maximum drainage.

Carnmoney Golf Course Drainage
The Nilex Advantage
Nilex is committed to unearthing better
results. Whether it’s for a civil, resource or
environmental project, we offer the latest
engineered and technically superior materials
and techniques to save our customers time
and money, and minimize the need to move or
remove earth, and reduce the need for granular
materials.
With over 35 years experience, a long-standing

Performance

commitment to the environment and highly
qualified staff, Nilex delivers the products and
technologies that give clients an economic
advantage with environmental benefit.

Within two days of installing the French Drain
system, there was a significant reduction
(100 mm) in the water table at the test holes.
A consistent flow of clean, filtered water was
created at the French Drain outlet, emptying
into the water hazard. Heavy rainfall occurred
within a few days of the Multi-Flow installation
and areas on the 15th fairway that previously
collected water, did not. With the drainage
systems in place, the fairway has remained
playable during rainfall events and members of
the Carnmoney Golf & Country Club continue to
enjoy a consistent and reliable playing turf.
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